
Repair inquiry
Check list to get a rough cost offer for the spindle repair.
Directly fill in on your computer and send to info@spindelservice.de 
or print, fill in by hand and sent as a Fax to (+49) 7476 / 934 669

Please check the applicable and add information where required

Deuschle Spindel-Service GmbH
www.spindelservice.de

Onstmettinger Strasse 3-5, 72406 Bisingen Germany

Company name Last repair/reconditioning at company

Name Person in charge

Phone Wishes

Date

INFORMATION ON THE MACHINE

INFORMATION ON THE SPINDLE

MORE INFORMATION

 Questions?  (+49) 7476 / 934 660

Machine builder and type: _______________________________________________________    Build year: _________________ 

Installation position of main spindle:   Horizontal    Vertical   _________________________

NC/CNC control: ______________________________ Type: _____________________________________________________

Frequency of the spindle failure/typical problems: _________________________________ _________________________ 

Current problem:      ________________________ __________________________________

Spindle brand and type:  ________________________________________________________________

Process:  Milling  Engraving  Drilling  Internal grading  External grading  __________________________

Material processing:   Metal  Wood  Plastic   Glass   __________________________

Tool used:    1-edged-cutter   2-edged-cutter  Face-mill-cutter   __________________________ 

Tool cooling:   Dry-Process  Wet-Process  Coolant through spindle shaft  __________________________

Features:  Drive:	   Belt (ext. motor)  integrated Motor  coupling   __________________________

  Max.	speed:	__________________  Lubrication:  Grease  Oil

Tool adaptor:   Manual (e.g. collet, thread, HSK-C): __________________________________________________

   Automatic: Collet _____________ ,  SK  _____________ ,  HSK _____________ ,  _____________

Multi-spindle-machining:  2-spindle-machining  ______________________________

SPACE FOR COMMENTS OR A DRAFT (E.G. BUILT-IN BEARING TYPES, COPY OF PRESUPPLIER ETC.)
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